
Impianto nuovo 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

Impianto 

preesistente

Indice di efficienza 

irrigua %
10% 10% 10% 20% 40% 50% 55% 60% 60% 60% 65% 70% 80% 85% 85% 90% 90% 90%

1 10% 75% 80% 82% 83% 83% 83% 85% 86% 88% 88% 88% 89% 89% 89%

2 10% 75% 80% 82% 83% 83% 83% 85% 86% 88% 88% 88% 89% 89% 89%

3 10% 75% 80% 82% 83% 83% 83% 85% 86% 88% 88% 88% 89% 89% 89%

4 20% 50% 60% 64% 67% 67% 67% 69% 71% 75% 76% 76% 78% 78% 78%

5 40% 20% 27% 33% 33% 33% 38% 43% 50% 53% 53% 56% 56% 56%

6 50% 17% 17% 17% 23% 29% 38% 41% 41% 44% 44% 44%

7 55% 15% 21% 31% 35% 35% 39% 39% 39%

8 60% 8% 14% 25% 29% 29% 33% 33% 33%

9 60% 8% 14% 25% 29% 29% 33% 33% 33%

10 60% 14% 25% 29% 29% 33% 33% 33%

11 65% 7% 19% 24% 24% 28% 28% 28%

12 70% 13% 18% 18% 22% 22% 22%

13 80% 6% 6% 11% 11% 11%

14 85% 6% 6% 6%

15 85% 6% 6% 6%

16 90%

17 90%

18 90%

Tabella 2 - Risparmio idrico potenziale realizzabile nel passaggio da sistemi/impianti irrigui differenti

Allegato 2
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